HSS Cut Zone System

Lengths Up To 48"

1"y 4" Interchangeable Rolls

UHMW

1II X 4II
Impact Rubber
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Heavy Duty

Adjustable Height \ ' Frame Design
Mechanism "~

McLANAHAN CORPORATION NOW HSS CUT ZONE ADVANTAGES:
OFFERS THE HSS CUT ZONE SYSTEM « Custom Engineered To Accommodate Any Application
The HSS Cut Zone System can be integrated into any e Maximizes Support In The Cross-Belt Cut Zone

For Precise Sample Increments

e Enhances Conveyor Belt Profile To Match Sample
Cutter Arc

e Reduces Fugitive Material From Escaping The Cut
Zone Or Load Zone Or Transfer Point

cross-belt sampler installation to improve precision of
sample collection, transfer point applications, or it can be
used in load zone applications to prevent the escape of
fugitive materials. Whether it is @ new or existing installation,
our experienced staff of design engineers can customize

an HSS Cut Zone System for the toughest of applications. » Designed To Integrate With Any Idler Manufacturer
o Integral Height Adjuster For Precise Calibration
During Field Installation
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CALL McLANAHAN ABOUT SAVING MONEY
AND INCREASING PRODUCTION!
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Tennessee, USA 615) 451 4440  sales@mclanahan.com
AUSTRALIA New South Wales +61 2 4924 8248 sales@mclanahan.com.au

Queensland +61 7 3375 4700 sales@mclanahan.com.au

EUROPE South East England, UK +44 (0)1420 542489 infoUK@mclanahan.com
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Guards are recommended for safe operation of equipment. In some photos, safety guards may not be shown. CZS-2102



