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PRIMARY IMPACT CRUSHERS 

MaxCap Impact Crusher
• Rated capacity range at nominal 6" product from 600 to 1400 STPH
• Maximum feed size range from 40" to 55"
• Rotor width from 50" to 60"
• Large expansion chamber above rotor
• Manganese hammers with protruding leading edge
• Hydraulic hood opening and large access doors for ease of maintenance
• Impact chamber lined with interchangeable cast and fabricated wear parts
• Top quality cubical aggregate with optimum gradation control

VersaCap P-Series Impact Crusher
• Rated capacity range at nominal 6" product from 400 to 600 STPH
• Maximum feed size, 40"
• Rotor width from 45" to 75"
• Low profile design excellent for portability
• High productivity, low maintenance costs
• Hydraulic-shim curtain adjustment standard with optional PLC controls
• Optional PLC controls with hands-free calibration
• Top quality cubical aggregate

New Holland Impact Crusher
• Rated capacity range at nominal 6" product from 400 to 2,000 STPH
• Maximum feed size range from 34" to 71"
• Rotor width from 36" to 72"
• Large expansion area above the rotor
• High reduction ratio with minimal horsepower
• Top quality cubical aggregate

SECONDARY IMPACT CRUSHERS
NGS Impact Crusher
• Rated capacity range up to 850 STPH
• Maximum feed size range from 12" to 16"
• Rotor width from 30" to 90"
• S-shaped hammers with wide selection of alloy steel
• Interchangeable liners throughout
• Extremely versatile in changing applications with hydraulic-shim adjustment
• Optional PLC with hands-free calibration
• Optional third curtain module to better control top size output
• Highly cubical product of superior soundness

VersaCap R-Series Impact Crusher
• Rated capacity range up to 400 STPH at 11⁄2" in closed circuit
• Maximum feed size up to 14" angular stone or 54" slabs of controlled thickness
• Rotor width from 45" to 75"
• S-shaped hammers with wide selection of alloy steel
• Accepts large slabby material that is highly friable (concrete/asphalt)
• Accepts large primary-run aggregate (sedimentary stone)
• Rotors available with 3 or 4 hammers
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JAW CRUSHERS
Universal Jaw Crusher
• Rated capacity range up to 2,500 STPH
• Large selection of models available
• Wide range of discharge settings
• Deep crushing chamber provides better nip angle and optimum efficiency
• Aggressive stroke with steep toggle angle for maximum crushing force
• Field-proven worldwide as an efficient, cost effective primary crusher in the toughest environments

Universal Jaw H Series Crusher
• Rated capacity range up to 1,000 STPH
• Large selection of models available
• Deep crushing chamber provides better nip angle and optimum efficiency
• Aggressive stroke with steep toggle angle for maximum crushing force
• Adjust-on-the-fly hydraulic system which provides tramp iron relief with auto-reset, 

hydraulic clearing and fingertip adjustment of the discharge setting while under load

Freedom Series Jaw Crusher
• Capacity projections in excess of 1,300 STPH
• Technologically advanced jaw crusher design
• Safety lock pins and hydraulic assist for wear parts change out makes maintenance safer
• Hydraulic rams are isolated from crushing action, allowing longer life and full automation—

while virtually eliminating toggle migration
• Attack angle and crushing stroke pattern are engineered to increase capacity up to 15% 

while minimizing wear on jaw dies

HAMMERMILL CRUSHERS
Industrial Hammermill
• Rated capacity range from 15 to 1,500 STPH
• Maximum feed size range from 10" to 72"
• Three model types - Standard, Centerfeed, and Non-Clog
• Hammermill rotors range from 24" x 30" to 96" x 108" (diameter x width)
• Several different grate configurations available in every model size
• Extremely successful in the cement, aggregates and mining industries
• Large feed opening, superior impact crushing power and high reduction ratio

LimeMaster
• Rated capacity range at minus 3/16" for Lime Dust from 30 to 85 STPH
• Hammer circle diameter from 36" to 42"
• Maximum recommended feed size, 2"
• Three different model sizes available, each with concentric grate circles
• Designed specifically for fine-grinding limestone into powder for 

Ag-Lime and chemical lime applications
• Uniquely adjustable to assure continuous high quality output

HammerMaster
• Rated capacity range from 40 to 110 STPH (nom. 3/16" Ag Lime)
• Rated capacity range from 90 to 230 STPH (minus 1" Road Stone)
• Maximum recommended feed size, 6"
• Three different model sizes available, each with tapered grate circles
• Designed for non-abrasive materials with low moisture content
• Wide range of grate sizes and combinations permits close product control as material 

conditions and/or specifications change

*Capacities are based on medium hard limestone and will vary according to the type of material, feed size product size, etc.
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FEEDERS & SCREENS
Vibrating Grizzly Feeder
• Standard sizes ranging from 38" x 10' to 74" x 25' with various configurations available
• Provides a continuous feed rate under a variety of loading and material conditions
• Rugged construction takes the heavy shock loads of primary loading from trucks and loaders
• Pan section constructed of 80,000 yield-strength steel
• Adjustable grizzly bars are standard in 3' segments
• Optional custom-designed, all-welded grizzly sections or punch plate
• Alternate pan extension to eliminate grizzly when desired 

Vibrating Pan Feeder
• Standard sizes ranging from 50" x 16' to 82" x 23' are application specific
• This heavy-duty feeder provides for high impact resistance
• Pan bottom and sides are lined with impact, abrasion resistant alloy steel liners.

Pan bottom is also available with thick oak impact liners under the alloy steel liners
• Provides a continuous feed rate for metering out surge loads

UniScreen
• Standard sizes ranging from 40" x 8' to 76" x 20' in either two or three deck configurations
• UniScreen and ScreenMaster are horizontal vibrating screens
• Aggressive linear stroke provides 60 fpm conveyance rate
• Welded screen decks are huck-bolted to side plates on larger models
• Suspension systems vary from phasing arms, coil springs or osculating rubber

Apron Feeder
• Custom designed to meet a wide range of tonnage and application requirements
• Cast manganese pans or formed steel flights are both available and designed 

to minimize spillage
• Heavy duty frame weldments include impact rails to limit flight deflection
• Headshaft assembly features cast manganese segmental sprockets
• Tractor chain components range from FL4 to FD11 and include electric gear drives
• Optional features include various drives, auto-lube systems, hoppers with pin gates, 

dribble belts or drag scrapers, and digital sensors

Wobbler Feeder
• Custom designed to meet a wide range of tonnage and application requirements
• Designed to scalp material from 1/2" to 71⁄2" lump size, tonnages up to 2,500 TPH
• Maximum feed size range from 18" to 42"
• Cast elliptical bars are set parallel to each other and timed at 90 degrees
• Wobbler bars are self-cleaning and maintain a constant gap spacing
• Optional features include auto-lube systems, various drive arrangements, hoppers, 

and motion detectors
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